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STANDARD POLYESTER COLOURS  STOCK COLOUR PRICING PREMIUM POLYESTER COLOURS  CURRENT MAY 2019
- - - - - - - All premium colours are subject to change, please contact
REFLEX BLACK WHITE us to ensure the fabrics are available for your order.
BLUE C WHITE BLACK C PMS 187 C PMS 188 C PMS 485 C PMS 021C
Refer to colour swatchs for refference.
- - - Custom colours, patterns and textures can be specially
PMS123C  PMS468C  PMS293C  PMS534C  PMS2685C made with our printers for all full roof prints.

PMS 3308 C PMS 354 C

Please note the following points:

For actual print size, please zoom into this template at 600%. We print in CMYK colors, All RGB and PANTONE colors will be converted to CMYK.
PMS color listings are the closest PMS /Pantone match to a certain PMS / Pantone color. Some color variation might occur from this design to the final printed product.
For artwork that is provided any format other than vector form (EPS/AI), pixelation may occur. In all cases, we request that logos and text are provided in vector format.

Images should be at least 100dpi. We recommend 300 dpi where available.

Due to the difference between printing inks, paint mixes, and monitor displays, PMS / Pantone matches are not exact in all cases. In most cases the color will be so close, that most people would not be able to notice any difference.




